INDUSTRIAL ELECTRICAL PRODUCTS COMPANY w
NSMAN PTY.LTD.

EARTH RODS
® Resist corrosion better than galvanized rods allowing for a 30-year service life in most soils
® State of the art manufacturing process ensures uniform plating thickness
® Average tensile strength of 80,000 psi
® Exceed the requirements of ANSI/UL 467-1984, CSA & ASI/NEMA GR-1
PART No. DESCRIPTION "ng)T H  b1a (mm)
TYPE CNE - COP CLAD - DOMESTIC EARTH RODS
CNE1314D Domestic Rod Non Extendable with clip 1.4 13
TYPE LGR COPPER CLAD - HEAVY DUTY SERIES - EXTENDABLE
r - S— R L= -
( =% o
LGR1918E 19mm x 1.8mt Extendable HD Rod 1.8 19
LGR1924 19mm x 2.4mt Extendable HD Rod 2.4 19
LGE1930 19mm x 3.0mt Extendable HD Rod 3 19
TYPE CNE SERIES RODS EXTENDABLE DEEP DRIVING EARTH RODS
CNE1318 13mm x 1.8mt Non Extendable Rod 1.8 13
CNE1330 13mm x 3.0mt Extendable Rod 3 13
CNE1515 15mm x 1.5mt Extendable Rod 1.5 15
CNE1518 15mm x 1.8mt Extendable Rod 1.8 15
CNE1524 15mm x 2.4mt Extendable Rod 2.4 15
CNE1530 15mm x 3.0mt Extendable Rod 3 15
STAINLESS STEEL RODS STE/ SDE - EXTENDABLE
i - i -
STE1424 14mm x 2.4mt Taperlock coupled Rod 2.4 14
STE1430 14mm x 3.0mt Taperlock coupled Rod 3 14
SDE1414L 14mm x 1.4mt Expansion Jointed Rod(Telstra) 1.4 14
Also available Threaded earth rods & couplers
il il il
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ACCESSORIES FOR EXTENDABLE EARTH RODS

HAND DRIVING TOOL \ COUPLING

PART No. DESCRIPTION

DHT15 Driving Head suits 13 & 15mm Rods

DHT19 Driving Head suits 19mm Rods

CC12F Coupling Suit 13mm Rod

CC58 Coupling Suit 15mm Rod

CC34 Coupling Suit 19mm Rod 19

EARTH ROD CLAMPS

o

EC13D GRC5 CLAMP210 EP1

ROD SIZE CONDUCTOR
PART NO. DESCRIPTION (mm) SIZE (mm2)
EC13D Clamp 13 6-16
GRC5 Clamp 13-15 10-35
CLAMP210 Clamp 13-15 16-120
EP1 Clamp 17-19 16-120
COPPER TAPE

*Area of conductivity 75mm?2
PART NO. DESCRIPTION PACK
600130 Copper tape 25 x 3mm 50m

*QOther Tape Sizes Available

27 www.gvk.com.au PH: (03) 9312 6633



INDUSTRIAL ELECTRICAL PRODUCTS COMPANY

@% ;Z :5NSMAN PTY.LTD.

LINE TAPS

Manufactured to E.S.A.A. specifications from hard drawn brass.
Conductors specified in table below.
Standard finish is natural brass.

CONDUCTOR

TEE OFF CONNECTORS -TYPEV

The versatile connector for joining combinations of
conductor sizes in the range 16mm2 to 500mm?2.

PART NO. DESCRIPTION SIZE SLOT SIZE
B22 Line taps 10-16mm? 5.3mm
B24 Line taps 25-35mm? 8.3mm
B26 Line taps 50-95mm? 12.9mm
B28 Line taps 95-185mm? 18.5mm

CONDUCTOR TAP SIZE

BRAIDS-TINNED COPPER

All braids can be supplied cut to length.

FLEXIBLE TINNED COPPER BRAID

PART NO. CONDUCTOR RUN SIZE

VIB 16-35mm? 16-35mm?
V2B 50-95mm? 16-35mm?
V3B 50-95mm? 50-95mm?
V4B 120-240mm? 16-35mm?
V5B 120-240mm? 50-95mm?
V6B 120-240mm? 120-240mm?
V7B 240-500mm? 16-35mm?
V8B 240-500mm? 50-95mm?
VOB 240-500mm? 120-240mm?
V10B 240-500mm? 240-500mm?

PART NO. DESCRIPTION

TCB09 Flexible Tinned Copper Braid 9mm?
TCB25 Flexible Tinned Copper Braid 25mm?
TCB50 Flexible Tinned Copper Braid 50mm?

FAX: (03) 9312 6433
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INDUSTRIAL ELECTRICAL PRODUCTS COMPANY

ERICO

TINNED COPPER BRAID- ERIFLEX for Earthing

* Maximum working temperature 105 °C
* Provides higher electrical contact due to the direct contact of integral palms
* Excellent tensile strength

* Possible to bend very close to the contact area
* Very good resistance to vibration and fatigue

* 0.15 mm? wire diameter
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PART No. LENGTH (mm)  AMPS HOLE SIZE Cross Section
¢ (mm) Area mm
TCBE150-040-6 150 40 6.5 6
TCBE200-040-6 200 40 6.5 6
TCBE200-075-6 200 75 6.5 10
TCBE300-075-6 300 75 6.5 10
TCBE100-120-6 100 120 6.5 16
TCBE100-120-8 100 120 8.5 16
TCBE150-120-6 150 120 6.5 16
TCBE150-120-8 150 120 8.5 16
TCBE200-120-6 200 120 6.5 16
TCBE200-120-8 200 120 8.5 16
TCBE250-120-8 250 120 8.5 16
TCBE300-120-6 300 120 6.5 16
TCBE300-120-8 300 120 8.5 16
TCBE500-120-8 500 120 8.5 16
TCBE200-150-10 200 150 10.5 25
TCBE200-150-12 200 150 12.5 25
TCBE300-150-10 300 150 10.5 25
TCBE200-250-16 200 250 16.5 50
TCBE300-290-12 300 290 12.5 70

Note: The above amp ratings are calculated at 35 °C temperature rise above 35 °C ambient temperature
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RGB70 EARTH BOND

Prefabricated earth bonds are for connecting earth points to
steel reinforcing bar. The steel rod of the bond is arc welded to

construction steel before pouring concrete.

The RGB70 has a tail of 70 sg mm conductor connected to a

12mm steel bar.

The standard tail length is one metre, however other tail lengths

can be supplied if specified at time of order

EARTHING ACCESSORIES
EARTH ENHANCEMENT

Apply as a dry mix or as a pourable slurry.

Stable high conductivity moulding long term low ground resistance.

EARTH ROD BOXES

ERB1

EARTHRITE GEM-25
PART NO. DESCRIPTION PACK SIZE
EARTHRITE Earth enhancement material 20kg
GEM-25 Earth enhancement material 11.3kg
JOINTING COMPOUNDS .{i'ﬁun
ALM325G Bolted Al to Al il 325 grams
ALV300 Bolted Al to Al or Bi-metal T 200 grams

PITO3

D

SIZE

(withstands over 5 Tonnes)

PART NO. DESCRIPTION
ERB1 Earth box 120x120x76mm
PITO3 Earth pit - Trafficable 190x245x215mm

FAX: (03) 9312 6433
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